


ParkedlnParadise.com/electrical 


Terminal Rings * |* Battery Terminal Connectors 
MC4 Connectors a , Fuse Ho lder 


r>> n 



















2001 MADP 4095 SOLAR PANEL WIRING - Kyocera KD245GX panels (09-07-2012) 

CONTINUOUS CURRENT For Circuits carrying DC curren'-. from PV modules mult.piy It** short cxud cunont 
by 126% and use this value lor a.'! hither ca’cUatons (per NEC 690 8 & UL1703) 

80% OPERATION The overourrer* devce (■ e fuse) must tx? rated at 126% of the CONTINUOUS CURRENT 
Th-s is to present overeurrent dewoes from beng operated ait more than 80% of ravng 


For each of the three PV circuits: 
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x 126%-8 91 xl 26 11.14A 
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X 126% - 11 14 X 1 26 13.9A 


(use 15A fuse) for 3 crouds 

3x 139 r 41.7A 

Cable ampacity mthouf (f*'at>r>g& must be 13 9A 



Kyocera 
K0246GX-IPD 
solar panels 
(66 6' * 39' * 2 l 
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Mxliwe '8»g Baby Box” (S*x8>3 i 
MN6PV-1S breaker (or each pone 
^NEPV4>3 for oonfrotfer to-batters 























































































































































* O fej & I + & I formate: A4Verta»e 


















































































































